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General  

Yard number BN 070 

Basic functions Anchor handling 

Classification  CE 

Painting Yes 

 

Dimensions  
Length o.a. 10.40  meter 

Beam o.a.   4.05  meter 

Dept at sides     1.80  meter 

Draught AFT   1.00  meter 

 

Tank Capacities  
Fresh water No 

Lubrication oil  No 

Dirty oil  No 

Bilge water sewage  No 

Fresh water ballast front No 

Fuel transfer tank 1500 liter 

 

Performances  
Bollard pull  1.6 ton 
Speed 7.0 knots 

 

Propulsion system   

Electric engine KA 100 KW / 800 rpm 
watercooled   

 

Frequentation drive Vacon 100 KW 
watercooled 

 

Interface Omron  

Shore supply 32 AMP 400 V with 
AC/DC converter 

 

Installed power 100 KW  

Accu capacity 2 package 132.5 KW 
each  

 

Propeller Blokland  

Nozzles  No  

Steering gear Hand-hydraulics  

 

Auxiliary equipment   

Generator set  Option 30KVA Stage V 

Hydraulic system  Yes, electric driven 15 KW 

Alarm system Yes 

Bilge pump/GS pump  Hand driven 

Freshwater system  No 

Fuel transfer pump Yes 

 

Deck layout   

Anchor  40 KG 

Deck crane  F 085 

Towing hook No 

Bow roller  Yes 

Anchor handling winch  2 ton 

 

Accommodation  
crew cabin with air conditioning  

 

Easy Worker EEW 1040  
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Nautical and communication equipment   

Searchlight  Yes 

Radar system  Option 

Compass Option 

GPS Option 

Echo sounder  Option 

VHF Yes 
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