General

Eas

Worker 3066

Propulsion system

Yard number

Main engines

Volvo Penta D 13 MH

Basic functions Workboat / Harbor Total power 368 kw
lassificati = T Gearboxes Dong-I

Classification AR IRl Propellers Blokland 1200 mm
Painting Yes. Company colors Nozzles No

Steering gear Semi auto-pilot
Dimensions Auxiliary equipment
Length o.a. 30.00 meter y equip

Generator set 42/ 23 kva
Beam o.a. 6.60 meter Hvarauli v
Dept at sides 2.20 meter ydraulic system es
Draught AFT 1.04 meter Alarm system VS

Bilge pump/GS pump Electric Driven

o Freshwater system Yes

Tank Capacities Spuds Yes. 2 x 24 meter
Fuel ol 5.0 m3
Fresh water 3.0m3
Lubrication oil No Deck layout
Dirty oil No Anchor 1 x 435 kg
Bilge water sewage No Deck crane Possible
Fresh water ballast front 7.0m3 Towing hook No

Bow roller No
Performances Anchor handling winch No
Bollard pull ahead 5.0 ton
Speed 8.0 knots
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Accommodation

Accommaodation for 2 persons. Airconditioning
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Nautical and communication equipment

Searchlight
Radar system
Compass
GPS

Echo sounder
VHF

Hand held VHF
Autopilot
Intercom
NAVTEX
EPRIB

SART

AlS

Yes

Yes

No

Yes

Yes

Yes, two pieces
No

Possible. Not standard
Yes

No

No

No

Yes
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